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Technical Data Sheet

The classy and elegant watermarked paper 202509
What for How Why
Letterhaeds Offset printing With or without registered watermark
Envelopes Thermo-relief printing Rag paper
Business cards UV drying Even transparency
Greeting cards Oil-based varnishes Pre-print
Folders UV varnishes Laser and Inkjet
Flyer Dispersion varnishes Own watermark possible

Embossing Suitable envelopes with and without window

Drilling and perforating

Scoring, folding and die

cutting

Inkjet- and Laserprint
What exactly
Characteristics Unit Standards
Grammage g/m? 80 20 100 110 260 EN ISO 536
Caliper pm 95 105 120 130 310 EN 20534
Volume spec. cm®/g 1,2 1,2 1,2 1,2 1,2 DIN 53105
Moisture % 6,8 6,8 6,8 6,8 6,8 EN 20287
Smoothness Bekk Sec. 25 25 25 25 25 DIN 53107
Optical Whiteness % 93 93 93 93 93 DIN 53145-2
Opacity % 84,5 86 88 920 >90 DIN 53146/1SO 2471

Gohrsmiihle complies with DIN EN ISO 9706

Certified by the DQS:
1SO 9001

gw%g 1ISO 14001

FSC* C016195 1SO 50001

The mark of
responsible forestry

Given values are targets and are subject to alterations.
The information given is our current knowledge.
We recommend own tests before using material for the first time.
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